
VISIT HarvestedRainSolutions.com

HARVESTED RAIN SOLUTIONS

Authorized Dealer

CALL   (877) 693-2166

Austin’s Rainwater Harvesting, 
Collection, and Management Company

ARCSA

We emphasize low maintenance, gravity flow collection 
when possible that’s sized to accommodate the typical 
intense rainfall patterns we see here in Central Texas.

We design storage specifically to maximize capacity 
without detracting from the rest of your surroundings 
(landscaping, buildings, views, etc).

Most of our systems have usage automation built in so Most of our systems have usage automation built in so 
you don’t have to manage turning the water on/off or 
monitor how long the water runs.

AMERICAN RAINWATER CATCHMENT

SYSTEMS ASSOCIATION

We help home and business owners collect, store, 
and use rainwater from rooftop runoff for:

S  Irrigation for lawns, gardens, and landscapes

S  In-home use for drinking, showering, cooking and 
   cleaning

S  Aquafer restoration or stormwater management

S  Livestock/wildlife watering

ACCREDITED PROFESSIONAL



Galvanized Z275
after 240 hours

ZINCALUME® AZ 150
after 240 hours

ZINCALUME® AZ 150
after 2000 hours

1. The metallic coating provides barrier pro-
tection to the steel. Magnesium compounds 
are positioned in the metallic coating to 
activate at the start of weathering, when 
they are most vital for sacrificial protection. 

2. Corrosion of the zinc-rich interdendritic 
region provides improved sacrificial pro-
tection to the steel base due to the pres-
ence of the magnesium compound. Mag-
nesium siblicide particles in the interden-
dritic channels act as additional barriers to 
slow corrosion and restrict corrosion path
ways to the steel substrate. 

3. The Aluminum-rich region is modified to 
provide improved sacrificial protection of 
the steel base and resist rusting for longer 
in more severe environments. 

Salt Spray Testing, 
Zincalume Versus Galvanized 
The purpose of an accelerated corrosion salt spray test is to duplicate 
in the laboratory the field corrosion performance of a product. This is 
to provide scientists and engineers with a means of evaluation.

Zincalume®
  

Activate Technology

Zincalume®

Last 4 to 6 Times 
Longer Than
Galvanized 
Tanks

Contact Harvested Rain Solutions
Phone: 877.693.2166   

On the Web:  HarvestedRainSolutions.com
Email: Ron@harvestedrainsolutions.com

Tanks

Two strategically positioned magnesium 
compounds: Mg2Si (red) and MgZn2 (orange)

Aluminium       Alloy      Zinc-rich 
rich areas       layer        areas

Steel Substrate

Scratch                   Cut Edge

Barrier against weathering



Water Stays Fresher for Longer
Antimicrobial technology is a defence to the 
liner which helps prevent microbe growth 

Better Quality Water and Less Cleaning 
Antimicrobial technology requires less frequent 
cleaning to maintain a healthy tank environment.







NSF-61 Certied for Drinking Water
The AQUALINER® Fresh is third party NSF 61 
certied for drinking water storage.

EXCLUSIVE TO

Contact Harvested Rain Solutions
Phone: 877.693.2166   

On the Web:  HarvestedRainSolutions.com
Email: Ron@harvestedrainsolutions.com

Longer Tank Life
Prevent mold, algae and bacteria that causes 
damage for an overall longer tank liner life.

AQUALINER® FRESH



Combine your domestic and fire-water storage in one
cost-effective, space-efficient tank.

Pioneer fire-protection tanks are designed to meet or 
exceed NFPA 22 standards for fire-water storage
and come with a complete set of engineer-approved 
drawings.

Made of Zincalume® steel that has been proven to Made of Zincalume® steel that has been proven to 
withstand fire immersion and resist corrosion, 
ensuring the safety of your water supply in even the 
worst emergencies.

The exclusive five-layer AQUALINER® Fresh is 
approved to NSF 61 standards for potable water.

Pioneer Water Tanks can be configured for 
high-wind locales, seismic conditions, and heavy high-wind locales, seismic conditions, and heavy 
industrial zones with additional accessories that meet 
different compliance needs. Pioneer Water Tanks are 
delivered to and built directly at the project site 
without the use of cranes. This reduces the overall 
project cost and allows for the most flexibility in 
adapting to the site’s installation requirements.

Optional anti-vortex and fire-fighting adapters ensureOptional anti-vortex and fire-fighting adapters ensure
water is always available for quick access during a 
fire emergency.

Pioneer offers a wide variety of water-storage options
with gross capacities ranging from 3,000 to 700,000 
gallons.

Pioneer tanks are backed by our industry-leading
20-year warrant20-year warranty, so you can rest easy knowing you
have a fire-protection solution that will last.

Discover the Difference with
Pioneer Fire-Protection Tanks

Two 100,000 gallon Pioneer fire tanks
at the First Responders Academy

in San Antonio, Texas

Contact Harvested Rain Solutions
Phone: 877.693.2166   

On the Web:  HarvestedRainSolutions.com
Email: Ron@harvestedrainsolutions.com

Fire Protection
Water Tanks



Fire Protection Water Tanks

Contact Harvested Rain Solutions
Phone: 877.693.2166   

On the Web:  HarvestedRainSolutions.com
Email: Ron@harvestedrainsolutions.com

Water storage tanks installed for the purpose of water storage for fire 
protection when required by the Texas Fire Code and Texas Building 
Code, should meet NFPA 22 standards, Water Tanks for Private Fire 
Protection. 

Valved connections on fire protection water systems must have at least 
one 2-1/2 inch outlet with male American National Fire Hose Screw 
Threads (NH). Exact outlet sizes are based on the local fire authority and 
or department who will need to use it. 

Residential and commercial buildings need to have an adequate water 
source for firefighting, based off of local and the state of Texas wide 
regulations. Supplemental water storage may be required for fire flow, 
fire sprinkler systems and or as a backup water source.

Concrete ring beam or slab options for fire protection water storage 
tanks to be anchored to with foundation designs in our optional 
engineering packages that can be included without additional cost.


